RELA LA L1-18-004 ¥ THFI KA HM A

SRR EBREGG UL
MELE RS CRERD ﬁm

P gt WagEpy Jugrdy DL nog Ofersg
RIPS P REA FRFARE ERERFEL

ERRP EE

o s

# o)
GFi#®)

HEET G E
(7 413%)

e

&
k2

s 4
PEEcE

BMEFLHE2L 2

[J DC 2V 4ppk &
seok 33 200Ah

[ Design Life]
Up to 12 Years in Standby Service at 25°C
Eurobat (20°C) : 12 years and longer, Long Life
[ Operating Temperature Range)
Nominal Operating Temperature : 25°C (77°F)
Discharge : -20C ~50C (-4’F~122°F)
Charge: 0°C ~40C (32°F~104°F)
Storage: -20C ~40C (-4°’F~104°F)
[ Float Charging Voltage] 2.21 ~ 2.25 VDC/Unit at 25C (77°F)
[ Equalization Charging Voltage] 2.35 VDC/Unit at 25°C (77°F)
[ Self Discharge] Less than 10% after 90 days, can be stored up to 6 months
at 25°C (77°F);Fully recharging is required before usage, and charged sooner if
stored at higher temperature than 25°C (77°F).
[Nominal Voltage] 2V (single cell per unit)
[Nominal Capacity] 200 Ah @10hr-rate to 1.80V per cell @25C (77°F)
[ Maximum Discharge Current] 1200 A (5sec)
[ Short Circuit Current] 2968A
[Maximum Charge Current] 60 A
[ Terminal types] 14 thread copper alloy terminal to accept M8 bolt
[ Terminal hardware Torque] 414 Kgf-cm / 359 Lbf-in / 40.57 N-m
[ Container Material] Flame Retardant ABS (UL 94-V0)
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[ Design Life]

Up to 12 Years in Standby Service at 25C
Eurobat (20°C) : 12 years and longer, Long Life

[Operating Temperature Range]

Nominal Operating Temperature : 25°C (77°F)
Discharge : -20C ~50C (-4'F~122°F)
Charge: 0°C ~ 40°C (32°F~104F)

Storage: -20C ~40C (-4’F~104F)

[Float Charging Voltage] 2.21 ~ 2.25 VDC/Unit at 25C (77°F)

[Equalization Charging Voltage] 2.35 VDC/Unitat 25C (77°F)

[ Self Discharge] Less than 10% after 90 days, can be stored up to 6 months
at 25°C (77°F);Fully recharging is required before usage, and charged sooner if
stored at higher temperature than 25°C (77°F).

[Nominal Voltage] 2V (single cell per unit)

[Nominal Capacity] 300 Ah @10hr-rate to 1.80V per cell @25°C (77°F)
[Maximum Discharge Current] 1800 A (5sec)

[Short Circuit Current] 3600A

[Maximum Charge Current] 90 A

[ Terminal types] 14 thread copper alloy terminal to accept M8 bolt

[ Terminal hardware Torque] 414 Kgf-cm / 359 Lbf-in / 40.57 N-m

[ Container Material] Flame Retardant ABS (UL 94-V0)
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[ Design Life]

Up to 15 Years in Standby Service at 25C

Eurobat (20°C) : 12 years and longer, Long Life

[Operating Temperature Range ]

Nominal Operating Temperature : 25°C (77°F)

Discharge : -20C ~50C (-4'F~122°F)

Charge: 0°C ~ 40°C (32°F~104°F)

Storage: -20C ~40°C (-4'F~104°F)

[Float Charging Voltage] 2.21 ~ 2.25 VDC/Unitat 25C (77°F)
[Equalization Charging Voltage] 2.35 VDC/Unitat 25C (77°F)

[ Self Discharge] Less than 10% after 90 days, can be stored up to 6 months
at 25°C (77°F);Fully recharging is required before usage, and charged sooner if
stored at higher temperature than 25°C (77°F).

[Nominal Voltage] 2V (single cell per unit)

[Nominal Capacity] 500 Ah @10hr-rate to 1.80V per cell @25°C (77°F)
[Maximum Discharge Current] 3000 A (5sec)

[Maximum Charge Current] 150 A

[ Terminal types] 14 thread copper alloy terminal to accept M8 bolt

[ Terminal hardware Torque] 414 Kgf-cm / 359 Lbf-in / 40.57 N-m

[ Container Material] Flame Retardant ABS (UL 94-V0)
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[ Design Life]

Up to 20 Years in Standby Service at 25°C
Eurobat (20°C) : 12 years and longer, Long Life
[ Operating Temperature Range ]

Nominal Operating Temperature : 25°C (77°F)
Discharge : -20°C ~50°C (-
Charge: 0C ~40C (3 F)
Storage: -20°C ~ 40C (-4'F~104°F)
[Float Charging Voltage] 2.21 ~ 2.25 VDC/Unit at 25°C (77°F)
[Equalization Charging Voltage] 2.35 VDC/Unitat 25°C (77°F)

[ Self Discharge] Less than 10% after 90 days, can be stored up to 6 months
at 25°C (77°F);Fully recharging is required before usage, and charged sooner if
stored at higher temperature than 25°C (77°F).

[Nominal Voltage] 2V (single cell per unit)

[Nominal Capacity] 1000 Ah @10hr-rate to 1.80V per cell @25C (77°F)
[Maximum Discharge Current] 6000 A (5sec)

[Maximum Charge Current] 300 A

[ Terminal types] 13 thread copper alloy terminal to accept M10 bolt

[ Terminal hardware Torque] 612 Kgf-cm /531 Lbf-in / 60.0 N-m

[ Container Material] Flame Retardant Polypropylene (UL 94-V0)
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[ Design Life]
Up to 12 Years in Standby Service at 25°C
Eurobat (20°C) : 10-12 years, Long Life
[ Operating Temperature Range)
Nominal Operating Temperature : 25°C (77°F)
Discharge : -15C ~50C (5°F~122°F)
Charge: -15C ~40C (5°F~104°F)
Storage: -15°C ~40°C (5'F~104°F)
[Float Charging Voltage] 13.5 ~ 13.8 VDC/Unitat 25C (77°F)
[Equalization Charging Voltage] 14.4 ~ 15.0 VDC/Unit at 25°C (77°F)
[ Self Discharge] Less than 10% after 90 days, can be stored up to 6 months
at 25°C (77°F);Fully recharging is required before usage, and charged sooner if
stored at higher temperature than 25°C (77°F).
[Nominal Voltage] 12V (6 cells per unit)
[Nominal Capacity] 100AH @8HR-rate to 1.75V per PCS @25C (77°F)
[ Maximum Discharge Current] 800A (5sec)
[ Short Circuit Current] 2216A
[Maximum Charge Current] 30A
[ Terminal types] 12 thread lead alloy terminal to accept M6 bolt
[ Terminal hardware Torque] 138.6 Kgf-cm / 120.3 Lbf-in / 13.58 N-m
[ Container Material] Flame Retardant ABS (UL 94-V0)
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[ Design Life]
Up to 12 Years in Standby Service at 25°C
Eurobat (20°C) : 10-12 years, Long Life
[ Operating Temperature Range ]
Nominal Operating Temperature : 25°C (77°F)
Discharge : -15°C ~50C (5°F~122°F)
Charge: -15°C ~ 40°C (5°F~104°F)
Storage: -15°C ~40°C (5F~104°F)
[ Float Charging Voltage] 13.5 ~ 13.8 VDC/Unit at 25°C (77°F)
[Equalization Charging Voltage] 14.4 ~ 15.0 VDC/Unitat 25°C (77°F)
[ Self Discharge] Less than 10% after 90 days, can be stored up to 6 months
at 25°C (77°F);Fully recharging is required before usage, and charged sooner if
stored at higher temperature than 25°C (77°F).
[Nominal Voltage] 12V (6 cells per unit)
[Nominal Capacity] 159AH @8HR-rate to 1.75V per PCS @25C (77°F)
[Maximum Discharge Current] 800A (5sec)
[ Short Circuit Current] 2593A
[Maximum Charge Current] 45A
[ Terminal types] 12 thread lead alloy terminal to accept M6 bolt
[ Terminal hardware Torque] 138.6 Kgf-cm / 120.3 Lbf-in / 13.58 N-m
[ Container Material] Flame Retardant ABS (UL 94-V0)
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